
 

 
HI 98127 pH Meter/Temperature Tester Specifications 
 
Specification Parameter Value 

 

Range 
pH -2.0 to 16.0 pH 

Temperature -5.0 to 60.0 °C (23.0 to 140.0 °F) 
 

Resolution 
pH 0.1 pH 

Temperature 0.1 °C (0.1 °F) 
 

Accuracy (@20 °F/77 °F) 
pH ±0.1 pH 

Temperature ±0.5 °C (±1 °F) 

pH Calibration Automatic, at 1 or 2 points with 2 sets of memorized buffers 
(pH 4.01/7.01/10.01 or pH 4.01/6.86/9.18) 

Temperature Compensation  Automatic 

Battery Type/Life 4 * 1.5 V with BEPS/approximately 300 hours of continuous 
use, auto-off after 8 minutes or non-use. 

Environment -5 to 50 °C (23 to 122 °F), RH max 100 % 

Dimensions 163 x 40 x 26 mm (6.4 x 1.6 x 10”) 

Weight 100 g (3.5 oz.) 
 
 
ORDERING INFORMATION: 
Give us a call on 1-800-543-5975 or email us at Orders@RhomarWater.com to place your order for Item 
Number: HI98127.  
 
CONTACT US: 
If you need more information or have further questions regarding the information contained hereinabove, 
please email us at TalkToUs@RhomarWater.com, or call us at 1-800-543-5975.   
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